
Project / Job Name:

Location:

Fixture Type:

Notes:

LPT80239 - Electronic Instant Start Ballast; 120-277
Volt; T8; T12
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GENERAL
Company SATCO
EA Height 0.0
EA Width 0.0
EA Length 0.0
Fixture Type Ballast
Status Active
Total Harmonic Distortion 10%
Power Factor >0.9
Product Technology Not Applicable
Start Method Instant Start

ELECTRICAL
Operating Frequency 50/60Hz
Volts 120V-277V

ADDITIONAL INFO
Warranty 1-Year

PACKAGING
UPC 847995002394
Case Cube 0.0
Case Height 0.0
Case Length 0.0
Case Quantity 1
Case UPC 10847995002391
Case Weight 0.0
Case Width 0.0
EA Cube 0.0
EA Height 0.0
EA Length 0.0
EA Quantity 1
EA Weight 0.0
EA Width 0.0
Inner Cube 0.0
Inner Height 0.0
Inner Length 0.0
Inner Quantity 0
Inner Weight 0.0
Inner Width 0.0
Web Height 1.7
Web Length 9.5
Web Width 2.36

COMPLIANCE
Safety Listing cULus - Listed
California Ban Lawful for sale
Title 20 Exempt
T24 Compliant No


